
SIERUTA

DSX - Nordic heavy duty digging bucket
Models and specifications

Model Machine class
[t]

Width [mm] Height [mm] Length [mm] Heaped capacity
ISO 7451 [dm³]

Tip radius [mm] Tooth systems Quick coupler
brackets

Weight [kg]

DS-HD-190 14–19 800 1,040 1,450 570 1,125 J350, V29, U30 S60 · MS10 · OQ65
· S1

505

DS-HD-190 14–19 1,000 1,040 1,450 771 1,125 J350, V29, U30 S60 · MS10 · OQ65
· S1

592

DS-HD-190 14–19 1,200 1,040 1,450 982 1,125 J350, V29, U30 S60 · MS10 · OQ65
· S1

679

DS-HD-250 19–25 800 1,103 1,537 615 1,194 J350, V33, U35 S70 · MS21 · OQ70
· S2

642

DS-HD-250 19–25 1,000 1,103 1,537 837 1,194 J350, V33, U35 S70 · MS21 · OQ70
· S2

745

DS-HD-250 19–25 1,200 1,103 1,537 1,070 1,194 J350, V33, U35 S70 · MS21 · OQ70
· S2

847

DS-HD-300 25–30 800 1,177 1,645 678 1,274 J400, V39, U40 S70 · MS21 · OQ70
· OQ70-55 · S2

755

DS-HD-300 25–30 1,000 1,177 1,645 922 1,274 J400, V39, U40 S70 · MS21 · OQ70
· OQ70-55 · S2

879

DS-HD-300 25–30 1,200 1,177 1,645 1,178 1,274 J400, V39, U40 S70 · MS21 · OQ70
· OQ70-55 · S2

1,002

DS-HD-400 30–40 1,000 1,208 1,688 921 1,306 J400, V39, U40 S80 · MS25 · OQ80
· S3

952

DS-HD-400 30–40 1,200 1,208 1,688 1,187 1,306 J400, V39, U40 S80 · MS25 · OQ80
· S3

1,083

DS-HD-400 30–40 1,400 1,208 1,688 1,462 1,306 J400, V39, U40 S80 · MS25 · OQ80
· S3

1,214

Figures as printed on this family’s datasheet. A dash means the datasheet does not state that figure.


