SIERUTA

GBPH - hydraulic tilting grading & ditching bucket

Models and specifications

Machine class [t] Width [mm] Height [mm] Length [mm] Heaped capacity Tip radius [mm] Quick coupler Weight [kg]
ISO 7451 [dm?3] brackets

GBPH-20 1.2-1.8 900 333 344 68 517 S30 - MSO1 - M02 - 76
HSO02 - Klac C

GBPH-20 1.2-1.8 1,000 333 344 77 517 S30 - MS01 - M02 - 80
HSO02 - Klac C

GBPH-20 1.2-1.8 1,200 333 344 94 517 S30 - MS01 - MO2 - 91
HS02 - Klac C

GBPH-30 1.8-2.5 900 376 387 88 576 S40 - MS03 - MO3 - 88
HS02 - CWO05 - 0Q40
- Klac C

GBPH-30 1.8-2.5 1,000 376 387 99 576 S40 - MS03 - M03 - 92
HS02 - CWO05 - 0Q40
- Klac C

GBPH-30 1.8-2.5 1,200 376 387 121 576 S40 - MS03 - MO3 - 103
HS02 - CWO05 - 0Q40
- Klac C

GBPH-40 2.5-4.0 1,200 427 462 158 637 S40 - MS03 - MO3 - 147
HS03 - CWO05 - 0Q40
- Klac D

GBPH-40 2.5-4.0 1,400 427 462 187 637 S40 - MS03 - M03 - 161
HSO03 - CWO05 - 0Q40
- Klac D

GBPH-40 2.5-4.0 1,500 427 462 201 637 S40 - MS03 - M03 - 167
HS03 - CWO05 - 0Q40
- Klac D

GBPH-60 4.0-6.0 1,200 499 546 214 719 S40 - MS03 - MO3 - 197
HS06 - CW10 - 0Q40
- Klac E

GBPH-60 4.0-6.0 1,400 499 546 256 719 S40 - MS03 - MO3 - 214
HS06 - CW10 - 0Q40
- Klac E

GBPH-60 4.0-6.0 1,500 499 546 274 719 S40 - MS03 - MO3 - 223
HS06 - CW10 - 0Q40
- Klac E

GBPH-75 6.0-7.5 1,200 559 591 249 777 S40/240 - MS08 - 223
M10 - HS06 - CW10 -
0Q45 - Klac F

Figures as printed on this family’s datasheet. A dash means the datasheet does not state that figure.



Machine class [t] Width [mm] Height [mm] Length [mm] Heaped capacity Tip radius [mm] Quick coupler Weight [kg]

ISO 7451 [dm?3] brackets

GBPH-75 6.0-7.5 1,400 559 591 297 777 S40/240 - MS08 - 244
M10 - HS06 - CW10 -
0Q45 - Klac F

GBPH-75 6.0-7.5 1,500 559 591 321 777 S40/240 - MSO08 - 254
M10 - HS06 - CW10 -
0Q45 - Klac F

GBPH-75 6.0-7.5 1,600 559 591 345 777 S40/240 - MS08 - 264
M10 - HS06 - CW10 -
0Q45 - Klac F

GBPH-95 7.5-10 1,500 637 673 417 875 S45 - S50 - MS08 - 332
M10 - HS08 - CW10 -
0Q45 - Klac F

GBPH-95 7.5-10 1,600 637 673 448 875 S45 - S50 - MS08 - 345
M10 - HS08 - CW10 -
0Q45 - Klac F

GBPH-95 7.5-10 1,800 637 673 511 875 S45 - S50 - MS08 - 370

M10 - HS08 - CW10 -
0Q45 - Klac F

Figures as printed on this family’s datasheet. A dash means the datasheet does not state that figure.



